LUXMAN

For LUXMAN D/A Converter or
CD/SACD Player with USB input

Windows-ready USB Driver
Installation Manual

® Recommended PC/Mac conditions
CPU: Intel Core 2 Duo or higher OS: Windows Vista (32 bit/64 bit)
Memory: 2 GB or more Windows 7 (32 bit/64 bit)

Windows 8.1 (32 bit/64 bit)
@ Caution

Windows 10 (32 bit/64 bit)
Connection between a PC and the D/A converter or CD/SACD player with USB input with a USB cable shall not be
made before successful installation of this driver software. Failure to observe this may cause malfunction.

B License agreement conditions

e The provided software is copyrighted by LUXMAN CORPORATION, JAPAN (hereafter called Luxman) and the original
right holder.

e The provided software can be used only for the purpose of using Luxman’s products corresponding to each provided
software and only in Japan.

¢ \When the provided software is used, the restrictions, precautions, and the like regarding each provided software clearly
stated in this service shall be observed.

e Modification, alteration, and analysis with use of reverse engineering, decompilation, disassembling, etc. of all or part of
provided software shall be prohibited.

e Distribution via communication lines, transfer, sale, lending, and license of the provided software to a third party after
duplication of the software in a floppy disk, a magnetic tape, a USB memory, etc. shall be prohibited.

e | uxman, Luxman sales companies, distributor, contracted dealers, and the original right holder of the provided software
shall have no responsibility for the damage, loss, and the like caused by combining the provided software with devices
or programs other than those specified in the restrictions, precautions, and the like clearly stated in this service or
caused by altering the provided software.

e Luxman, Luxman sales companies, distributor, contracted dealers, and the original right holder of the provided software
shall have no assurance responsibility or liability for the provided software.

- Windows is a registered trademark of Microsoft Corporation in the United States and/or other countries.
- DSD is a trademark.
- The described company names and product names are trademarks or registered trademarks of each company.
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Driver Installation

1.

Load the installation software CD supplied with the
product, let the contents of the CD be displayed, and
double-click the "LUXMAN_Audio Driver" folder to
open it.

USB D/A Converters DA-250 and DA-150 do not
come with the installation software CDs. Therefore,
downloading the driver from the LUXMAN website is
required. Then, please double-click the downloaded
compressed file (ZIP format) to open it.

Double-click the dedicated driver file in accordance
with the OS to be used to start installation.

For 32 bit: LUXMAN_Audio_32.exe
For 64 bit: LUXMAN_Audio_64.exe

If the dialog box is displayed to confirm the approval
of change to your computer, click "Approve" or "Yes"
button to move forward.

Select a language to be displayed on the installation
screen of this driver, and click "OK" button.

| LUXMAN Audio - InstallShicld Wizard

ton.

The InstalShiekd®) Wizard wil install LUKMAN Audoonyour |
computer. To continue, dick et i

5.

8.

Confirm the license agreement of this driver, select
"I accept the terms in the license agreement", and
click "Next" button.

'|_‘E'I"|W"I"|-p:.-'_:_”.'}_'.:' I5hicld Wizard
License Agreement
Fiease read the Folowing icense sgreement carefully.

IMPORTANT: SOFTWARE LICENSE AGREEMENT

The software at this site may not be compatible with products marketed cutside| =
of the U.S,, Cznada, and South America. To aveid potential i 3
problems, please obtain assistence from web sites specific to the country voul
reside i,

LUXMAN does not guarantee any of the files, software programs, drivers,
utiiies or any material dowsloaded from this, or any other, LUXMAN ste,

I g not accept the terms in the lcense agreement

[spek [ next> ][ concs |

Click "Install" button.

'|_‘E'|'EIW"F|‘:;_?<-_'_»-- HShicld Wizard
Ready to Install the Program
The wirardiz ready o begn instalation.

Click Instal to bagin the instaliation.

IF you want to review or change any of your nstallation settings, didk Bade. Cidc Cancel to.
et the wizard,

ST = =

If the dialog box is displayed again during installation,
click "Install" or "Continue" button to move forward.

[P Vindows Security:

Would you like to install this device software?

armes LUXMAN Sound, video and gare controllers
@ Publisher: LUXKAN CORPORATION

[7] fhways trust seftware from "LUKMAN
CORPORATION".

@ You should only install driver software from publishers you trust. Haw can ] desids whish
] : i

For Windows 7

When the installation completion screen is displayed,
click "Finish" button to finish the installation.

=T LUXMAN Audio.

The InstalShiek] Wizard has sucoessfdly installed LLOAN
Audio. Cick Finish to exit the wirsrd.




Connection to PC

After completing the driver installation, first connection
between a PC and the D/A converter or CD/SACD player
with USB input allows the driver to be automatically con-
figured.

After the driver of the connected D/A converter or CD/
SACD player with USB input is successfully configured,
you can see that the model name of the connected prod-
uct is registered as a playback device in "Playback" tab
under "Sound" in "Control Panel" in Windows.

Example: If the connected product is DA-06, you can see
that "LUXMAN DA-06" is registered as a play-
back device.

Flayback |Recording | Sounds

Select 2 playback device below Lo mody fls settings:
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For Windows 7



Windows Setting

When sound is played back via the D/A converter or CD/
SACD player with USB input connected to a PC with a
music playback software such as Windows Media Player,
click the connected model name as a playback device
in “Playback” tab under “Sound” in “Control Panel” in
Windows and press “Set Default” button.

Example: If the connected product is DA-06, select
“‘LUXMAN DA-06" as a playback device.

Playbock | Recordng | Sounds | Ce

Select a playbatk device below to modiy its settings:

igh
3 Not

3 Speakers
j LUXMAN D05
@A Default Deviee

Sonfigure | | set Detautt |+ | Properties. |
| P

If you would like to output only playback sound of music
files from the D/A converter or CD/SACD player with
USB input connected to a PC using a music playback
software* applicable to Windows exclusive mode, select a
device other than the connected model from the playback
devices described above with "Set Default" button. In this
case, the Windows event sound (alarm and incoming malil
tone) selected in the "Sound" tab is not provided from the
connected D/A converter or CD/SACD player with USB
input.

* Examples of sound playing software applicable to the
exclusive mode:
foobar2000, HQ Player, LUXMAN Audio Player and
more

If “Properties” button is pressed in the state of selecting
the connected product name on the screen at left, the
settings of the connected D/A converter or CD/SACD
player with USB input can be changed.

Under "Advanced", the sample rate (sampling frequency)
and bit depth (quantization bit count) can be selected in
the shared mode used at playback using Windows Media
Player and the like.

Default Format

Select the sample rete and bit depth to be used when running
in shated mode.

[24 b1t 192000 Hz studio Qualty =] [ e ]

Exciusive Mode
[ Allows applications o take exclusive conteod of this device

[7] Give exclusive mode applications priarity

For Windows 7

@ Caution

When 384000 Hz is displayed in the list box of
“Default Format”, sound of 384000 Hz is not provid-
ed because of Windows limit even if the number is
selected. Be sure to select a sampling frequency of
192000 Hz or less, and click the “OK” button to
determine the setting.

e Configuration of control panel

[ LUXMAN Audio Driver Control Panel
LLDMAN Audio Driver
Version 1,0.2.0 bult 0/15/2013
Copyright{C) 2013 LLNOAAN Corporation All Rights
Reserved.
ASIO Technology by Steinberg

While music data is played back, the sound is interrupted
or noise is generated owing to underperforming PC. In
this case, the problem may be resolved by opening
"LUXMAN Audio Driver Control Panel" in the "Control
Panel" and increasing the buffer size with use of the slid-
er.





